RT226-E5
Kombi / Yerden Isitma Oda Termostati
Floor Heating Room Thermostat
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CONTROLS

Ozellikler Kombi ve Yerden Isitma Sistemleri
Specification Booiler and Floor Heating Systems

Isitma veya Sogutma hattinda
Heating or Cooling usage

Motorlu vana veya Fan On/Off kontrol
Motorised valve or Fan On/Off control

Enerji Beslemesi 220VAC, 50-60Hz

Power Source

Sicaklik Kontrol Arahig 10-30 °C

Temperature Operation

Hassasiyet / Accuracy 1 °C

Max. AKim / Load Current 3A

Renk / Color Siit beyazi / White

Montaj / Installation Siva Uzeri / Surface mounting

Ebatlar / Dimensions 84X84X39mm

Garanti Siresi / Warranty 2 yil/ 2 years 5 ~
Sertifikalar / Certificate CE ve 1SO9001 . TR
Marka / Brand HEXA CONTROLS ~ “ ~ T
Mensei Gin Halk Cumhuriyeti |
Origin People Republic of China (PRC) vr T~

Baglanti Semalari
Wire Connection Diagrams

1) Isitma Sistemleri 2) Sogutma Sistemleri 3) Kombi Sistemleri
Heating Systems Cooling Systems Boiler Systems
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220/240V-50/60Hz 220/240V-50/60Hz

* Isitma ve Sodutma sistemlerinde kullanilan baglanti sekillerinde termostat ¢alistiyi zaman, led lamba g¢alismaktadir. Kombi sistemlerinde
kullanildigr vakit bu led lamba g¢alismamaktadir. Isitma ve sogutma sistemlerinde baglanti sekilleri 2 kablolu motorlar igin gegcerlidir. 3 kablolu
motorlu vana kullanimlarinda Sogutma sistemlerinde “4” nolu klamensi OFF, Isitma sistemlerinde ise “3" nolu klamensi OFF olarak kullanmaniz
gerekecektir.

* Using the Cooling or Heating systems, the led lamp will work as if connected. For the usage of boiling systems, the led lamp will not work.
For Heating and Cooling wiring diagrams just for 2 point On/Off control actuators. If you need to run 3 point On/Off control actuators, you will
need to use “4th” therminal for OFF output on Cooling systems and “3rd” therminal for OFF on Heating systems.

www.hexacontrols.com



